TEST SHEET

FOR ORDER OF THE SINGLE-MASTED LOAD LIFT
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Information provided by The Customer
	 1. Carrying capacity (up to 2000 kg.)
	

	 2. Type of load lifted
	

	 3. Height of rise, Н (m)
	

	 4. Installation of lifting gear / top / bottom
	

	 5. Installation of the lift (inside, outside the building, in the mine)
	

	 5а. Height from the floor of the last floor to the ceiling (when installed inside the building) Н1, m
	

	 6. Overall dimensions of the loading platform (internal):

	   a) A – width, m (1.5; 1.7; 2.0)
	

	   b) В – depth, m (1.2; 1.5; 2.0; 2.2)
	

	   c) C – h - platform height, m
	

	  7. Type of cargo platform (walk-through, not walk-through)
	

	  8. The presence of hinged sides: (under the trolley)
	

	  9. Loading doors on the loading side
	

	   а) Type (hinged: solid web, mesh)
	

	   b) Door height (default height of the platform is h), m
	

	 10. Fence of the loading platform (side walls) 

	   а) Fencing material (solid, mesh)
	

	   b) The height of the fence (the default height of the platform is h), m
	

	 11. Assembling the cargo platform according to the installation conditions (during manufacture, at the installation site)
	

	 12. The method and place of mountings of the lift:

	   a) Tightening studs through the wall (ceiling)
	

	   b) In place (e.g. in the floor opening, to existing metal structures)
	

	 13. Number of stops (distance from ground level, m)
	

	   а) First, m.
	

	   b) Second, m.
	

	 14.  Wall thickness (overlapping) S, mm
	

	 15.  Location of the control cabinet (on the mast; on the wall, etc.)
	

	 16.  Additional locks and their purpose:

	а) Electric lock of the door of the building (mine) on the landing site (in the absence of a platform on the floor, it is not possible to open the door)
	

	b)  Locking the doors of the building (mine) (when the door is opened, the platform cannot move)
	

	c) Locking the platform doors (with the platform open, its movement is impossible)
	

	d) Locking the tailgate (when the side is opened, the platform cannot move)
	

	 17. Sound alarm for the movement of the lift (informs about the movement of the platform)
	

	 18. Light signaling of the lift operation (informs about platform movement, door opening)
	

	 19. Transportation and installation requirements

	   а) Delivery
	

	   b) The manufacturer (customer) produces: (not included in the price of the lift)

	    - manufacture of foundation / pit
	

	    - installation of a lift
	

	    - commissioning works
	

	 20. The customer provides:
	

	   - stationary power supply connection of the lift
	Yes

	   - grounding loop supply
	                 Yes

	   - crane for mounting
	

	   - organization of a lightning rod
	                 Yes

	   - premises for storing tools and materials
	Yes

	DEPARTURE OF THE ENGINEER-DESIGNER (yes / no)
	



________           _____________











  (signature)
 (Date of completion)
Send the completed questionnaire to A-Crane by email angcranes@gmail.com

